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2.Installation                                             
2.1 Removing The Belt Clip

a. Pull the belt clip latch away from the PMR.

B. While pulling the belt clip latch, push up the 
belt clip as shown in figure 1.                                  
2.2 Installing the belt clip

a. Slide the belt clip into the slot as shown in figure 2.

b. A "click" indicates the belt clip is locked into position.
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Caution: Observe the proper battery polarity orientation when

installing batteries. Incorrect positioning can damage both the

batteries and the unit.

A. Slide down the battery compartment cover.

B. Insert 3 x "AAA" size batteries (not included) by following the

polarity marking inside the battery compartment as shown in

figure 3.

C. Replace the battery compartment cover. See figure 4.
Notes:

~ Use only same type and make of batteries on the PMR units.

~ The PMR units have a built-in power saver (PS) for maximum battery life
but when not in use, turn Off the units to conserve battery power.

~ Remove the batteries if the units will not be used for a longer period of time.
Battery meter

The battery meter is located in the left corner of the LCD panel. It looks like a battery
with three bars inside. These indicate the amount of power available as the power
is used the bars will disappear when the battery level reaches its minimum level the
handset will emit two beep tones and automatically turn Off the Power.
Battery life

The PMR has a built in power saver feature to make the batteries last longer but when
you are not using the handset it's better to switch it Off to save the battery Power.
3. Operation
3.1 Turning the unit On/Off

[image: image11.emf]            To turn On;

a. Press and hold the POWER button. A special "beep” sound will be heard. The LCD screen will be illuminated by an orange light for several seconds, and will display the current channel.
            To switch Off;

       b.  Press and hold the POWER button again a special "beep" sound will be heard and the LCD screen will turn blank.
3.2 Adjusting the speaker volume

[image: image12.emf]There are 8 volume levels, the current speaker volume level is displayed on the LCD screen.

To adjust the speaker volume level, press the UP button to increase, or press DOWN button to decrease. The LCD screen will display the speaker volume icon bars ascending or descending respectively.
3.3 Receiving a call

[image: image13.emf]The unit is continuously in received mode when the unit is turned On and not transmitting. When a signal is on received mode the current channel will be displayed on the LCD screen.
3.4 Transmitting (sending)

[image: image14.emf]a.  Press and hold the PTT (push to talk) button to transmit your voice. The transmit signal icon will display on the LCD screen.

b.  Hold the unit in a vertical position with the MIC (microphone) 5 cm away from the mouth while holding the PTT button, speak into the MIC (microphone) in a normal tone of voice.

c.  Release the PTT button when you have finished transmitting. 
Important:

~ In order for other people to receive your transmission, They must also be on the same
channel that you are currently using. Refer to the “charging channel” section for more
information.

~ When the PTT and/or CALL buttons are continuously pressed, your PMR can not
receive any transmissions.
3.5 Changing channels

[image: image15.emf]The PMR has 8 available channels to change channels in normal mode;

a.  Press the MENU button “once” the channel icon "1" on the LCD screen will start blinking.

b.  While the channel icon is blinking, press the UP or DOWN button to select the desired channel. The channel changes from 1 to 8, or vice versa.

c.  Press the MENU button to confirm your setting and return to standby mode.
3.6 Calling (paging) tone

You can use the call button to send tone to other users on the same channel.
[image: image16.emf]To activate this feature;
Press the MENU button two times, the icons flashes on the display.

Press the UP button to enable or DOWN to disable the Call tone feature.
Press the PTT button to confirm your setting.
3.7 Key tone On/Off setting

[image: image17.emf]This feature allows the handset to sound a confirmation tone whenever keys are
pressed.
To turn the Key-tone On or Off

Press the MENU button three times, the icons flashes on the display.

Press the UP button to enable or DOWN to disable the Key tone feature.
Press the PTT button to confirm your setting.
3.8 Roger beep

[image: image18.emf]The Roger beep is a tone which is automatically transmitted whenever the PTT
button is released. This alerts the receiving party that you have ended the 
transmission, and you are now in receive mode. To activate this feature;
Press the MENU button four times, the icons flashes on the display.

Press the UP button to activate or DOWN to deactivate the Roger tone feature.
Press the PTT button to confirm your setting.
3.9 VOX (voice activated transmission) mode

In VOX mode your handset will transmit whenever it detects your

Voice (or other noise) without the PTT button having to be pressed
[image: image19.emf]To turn VOX mode ON and OFF:

Press the MENU button five times VOX icon is displayed and “OF” flashes
on the LCD panel.

Press the UP button to activate or DOWN to deactivate the VOX feature.
Press the PTT button to confirm your setting.
As long as the handset is in VOX mode, VOX is shown steadily on the display.
3.10 Monitor

You can use the monitor feature to check for weak signals on the current channel.
[image: image20.emf]a.  To activate the monitor function, press the MENU and UP button at the same time.
b.  If you hear constant noise and hissing sound, press the MENU button once to turn Off the monitor function.
Note:

   Refer to the "channel table" section of this owner's manual for detailed frequency
   listing. 

3.11 Channel auto scan

[image: image21.emf]Channel scan performs searches for active signals in an endless loop from channels1 to 8. This allows you to find other radios without having to change channel. To activate this feature;
a.  Press the MENU and DOWN button. The channel number on the LCD screen changes rapidly until an active signal detected.
b.   When an active signal (one of the 8 channels) is detected, channel scan pauses on the active channel.

c.   Press the PTT button to communicate through the active signal channel, then the channel scan will be deactivated. Or press the UP or DOWN button to continue the channel scanning.
d.   Press the MENU button to stop the channel scanning operation.
3.12 Key lock 

The key lock feature allows the user to disable the UP or DOWN and the MENU 
buttons so that the PMR settings can not be changed accidentally.
a.   To activate the key lock feature, press and hold the MENU button until the key lock icon appears on the LCD screen.  

b.   To deactivate the key lock feature, press and hold the MENU button again until the key lock icon disappears on the LCD screen.
The PTT, CALL, and the POWER buttons will remain functional even if the key lock feature is activated.
4.Auxiliary features

4.1 LCD screen back light

    Every time a button is pressed (except PTT button), the LCD screen back light will illuminate for 4 seconds.
4.2 Power saving

Your PMR unit has special circuitry designed to extend the life of your battery. When the unit is not used for 4 seconds, it will automatically switch into a low power mode. The power saving feature does not affect the PMR's ability to receive transmission, when a signal is detected, It automatically returns to full power mode.
4.3 Battery meter indicator

The PMR can detect the battery charge levels. The battery icon will display the battery capacity status as follows;

~ Battery capacity at high level.

~ Battery capacity at empty level. The empty battery symbol will blink, then unit emits 3 "beep" tones and will automatically shuts down.
Important; Replace the batteries, use only 3x "AAA" ordinary Alkaline batteries.
5. Effective Range
The transmission range of the product is dependent on the environment

terrain where it is being used, The following diagram attempts to guide

the user on the sort of performance to expect for everyday use.

Signal Strength        




Optimum (open area)(1)
Medium ground based
Obstruction (2)
Heavily built up area (3)
 0   Range (Km) 5        

Range Slope
Range check

The transmission range will be affected as shown in the above diagram.

The transmitting range typical values for different environment conditions

will be(1) 5 km (2) 1.5 km (3) 750m. it should be remembered that these
are only guide values as actual achieved distances will be dependent on
the environment and terrain.
6.Specifications

Channels Available             8 Channels
    Output Power (TX)              0.5W
 Range                         Up to 5 Km. (3,2 Miles)
Channel Frequency Table

     

Channel    Frequency(MHz)      Channel      Frequency(MHz)
  1          446.00625             5            446.05625

  2          446.01875             6            446.06875

  3          446.03125             7            446.08125

  4          446.04375             8            446.09375
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